@ Nominal (D Nominal @ Interieur @ Exterieur Pression Vide 23 °C Pression Rayon De Epaisseur @ Spirale Pasdela Direction Longueur  Disponibilit

mm inch mm mm De Service m/H,0 eclatement Courbure  Totale Rigide spirale dela / Couronnes e
-23°C -23°C mm mm mm mm spirale m
bar bar
19 19 246 6.5 7 19.5 60 2.8 2.3x35 7 Droite 250 50 sur
demande
20 20 26.2 6.5 7 19.5 65 31 2.5x4 7 Droite 275 50 en stock
25 1 25 316 6.5 7 19.5 100 33 32 7.4 Droite 330 50 en stock
30 30 37 55 7 16.5 125 35 3.4 7.5 Droite 420 50 en stock
32 11/4 32 39.2 55 7 16.5 135 36 3.6x3.4 7.7 Droite 460 50 en stock
35 35 41.8 5 7 15 145 34 33 7.7 Droite 500 50 en stock
38 1172 38 45.4 45 7 135 155 37 3.6 7.6 Droite 550 50 en stock
40 40 47.8 4.5 7 135 160 39 36 7.8 Droite 610 50 en stock
45 13/4 45 528 4 7 12 180 39 3.6 8 Droite 670 50 en stock
50 2 50 58.2 35 7 10.5 200 4.1 4 83 Droite 810 50 en stock
51 2 Bil3) 59.5 35 7 10.5 225 4.1 39 85 Droite 810 50 sur
demande
55 55 63.6 35 7 10.5 225 4.3 9.8 Droite 860 50 sur
demande
60 60 69 35 7 10.5 245 45 4.4 83 Droite 970 50 en stock
63 21/2 63 712 35 7 10.5 260 41 39 85 Droite 1040 50 en stock
70 70 79 35 7 10.5 290 45 41 9 Droite 1200 50 sur
demande
75 75 85.4 25 7 75 315 52 4.9 9.1 Droite 1380 50 en stock
76 3 76 86 25 7 75 320 5 12 Droite 1380 50 en stock
80 80.2 90.8 25 7 75 325 53 5 105 Droite 1560 25 en stock
90 31/2 90 100.4 25 7 75 390 52 5 10.9 Droite 1800 25 sur
demande
100 100 112 25 7 75 430 6 11.3 Droite 2160 25 sur
demande
102 4 102.3 1139 25 7 7.5 430 58 5.6 115 Droite 2200 25 en stock
110 110 122 25 5 75 480 6 5.6 115 Droite 2400 25 sur
demande
120 120 1324 25 B 75 610 6.2 115 Droite 2850 25 sur
demande
125 125 137.6 2 5 6 660 6.3 116 Droite 3130 25 sur
demande
127 5 127 140.6 2 5 6 670 6.8 12.3 Droite 3130 25 en stock
150 150 164.4 2 5 6 730 7.2 14 Droite 4250 25 sur
demande
152 6 152.4 167.2 2 B 6 750 7.4 145 Droite 4250 25 sur
demande
200 200 2182 1 5 3 810 9.1 215 Droite 6400 20 sur
demande
204 8 203.2 221.2 1 5 3 810 9 8.4 22 Droite 6400 20 sur
demande

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.
For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



