? 2 Pression Vide 23 °C Pression Rayon De Epaisseur Epaisseur @ Spirale Pasdela Direction Poids Longueur Disponibilit
) i

Interieur  Exterieur  De Service m/H,0 eclatement Courbure Totale B Rigide spirale dela g/m Couronnes e
mm mm -23°C -23°C mm mm mm mm mm spirale m
bar bar

2 11/4 32 40.8 6 9 18 130 4.4 0.8 38 83 Droite 600 50 sur
demande

38 11/2 38 47 6 9 18 150 45 0.9 36 7.8 Droite 700 50 sur
demande

45 13/4 45 55 5 9 15 180 5 0.9 @5 Droite 900 50 sur
demande

51 2 50.8 61.2 5 9 15 200 52 0.9 45 10 Droite 1050 50 sur
demande

63 21/2 635 74.5 4 9 12 250 55 0.9 45 11 Droite 1390 50 sur
demande

76 3 76.2 89.6 4 9 12 300 6.7 12 5 12 Droite 1900 30 sur
demande

89 3172 88.9 104.1 3 9 9 360 7.1 12 6 1315 Droite 2250 30 sur
demande

102 4 101.6 119 3 9 9 400 8.7 1.2 6.5 145 Droite 3100 30 en stock

127 5 127 146 25 9 7.5 510 95 1.4 75 17 Droite 4450 20 en stock

152 6 152.4 174.4 2 9 6 610 11 1.4 8.6x9.1 19 Droite 6000 20 en stock

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.
For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



