@ nominal (2) nominal b working vacuum 23 bursting bending total @ rigid spiral pitch  spiral coil length Availability

mm inch pressure at °C press. at radius thickness  spiral (AXB mm direction m
gg:c m/Hp0 ggr“c mm mm E;g.\llal)

51 2 508 61 45 9 13155 200 51 4.8 105 right 960 30 In stock

63 2172 635 755 4 9 12 250 6 55 113 right 1300 30 On demand
76 3 762 884 35 9 10.5 300 6.1 6 125 right 1700 30 In stock

80 80 93 35 9 10.5 320 6.5 6.2 14 right 1750 30 On demand
90 31/2 90 1034 3 9 ©) 360 6.7 6.2 14 right 2150 30 On demand
102 4 1016 1162 3 9 9 400 7.3 6.5 14 right 2600 30 In stock
110 1105 1255 27 9 8 440 75 7.1 155 right 3000 20 On demand
120 120 136 25 9 7 480 8 7.3 17 right 3400 20 On demand
127 5 127 1436 23 9 7 500 83 7.8 175 right 3800 20 On demand
133 133 150 2 9 6 530 85 8 18 right 4000 20 On demand
152 6 1524 1704 18 9 B5 600 © 85 20 right 4700 20 In stock
160 160 1788 15 9 45 650 9.4 85 215 right 5300 On demand
204 8 2032 2292 13 9 4 800 3 12 22 right 9400 On demand

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.
For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



