AMERICA FLEX
911261

Special modified mixture PVC hose with rigid PVC spiral for suction
and delivery of liquids, irrigation, cleaning of sewers and cesspits.

DETAILS

' SMOOTH SURFACE ¥ K KK
. FLEXIBILITY K K K K
. ABRASION RESISTANCE * %
. TEMPERATURE RANGE -40°C45°C
. CHEMICAL RESISTANCE PVC Table
‘ CRUSHING RESISTANCE 3 KK

@ nominal @ nominal 3 working vacuum 23 bursting bending total @ rigid spiral pitch spiral coil length Availability
mm inch pressure at °C press. at radius thickness  spiral (AxB mm direction m
23°C m/Hy0 23°C mm mm if oval)
bar mm

51 2 508 596 3 8 9 160 4.4 4.1 9 right 850 50 On demand
63 21/2 635 735 3 8 9 200 5 4.6 10.5 right 1100 50 On demand
76 3 762 872 3 8 9 250 5.5 51 115 right 1500 30 On demand
80 80 91 3 8 9 270 55 5.1 11.7 right 1650 30 On demand
90 31/2 889 999 2 8 6 290 55 5.2 11.7 right 1900 30 On demand
102 4 1016 1136 2 7 6 330 6 5.6 13 right 2300 30 On demand
127 5 127 141 2 7 6 410 7 6.5 135 right 3300 20 On demand
152 6 1524 167.4 2 7 6 500 75 7 15 right 4300 20 On demand

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.

For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



