(ontinental®

The Future in Motion

FLEXOCOND
918319

ka W A

Conductive POLYETHYLENE (PE) and ELASTOMER spiral hose, with
reinforcement on the outer spiral with antiabrasive function, for
extraction of air and dust where absence of electrostatic accumulation
is required.

DETAILS
X SMOOTH SURFACE * %
\) FLEXIBILITY ¥k KK
ABRASION RESISTANCE * 3 %k
& TEMPERATURE RANGE -20°C60°C
CHEMICAL RESISTANCE LLDPE Table
== CRUSHING RESISTANCE * *
Surface resistance < 104 Ohm VALUE
SUBJECT TO VARIANCE OVER TIME
A PHTALATE FREE K KK

@ nominal @ nominal @id. @ o.d. vacuum 23 bending total spiral pitch spiral weight coil length Availability
mm inch mm  mm °C radius thickness mm direction meter m
mm mm g/m

25 1 25 324 8 38 37 48 left 160 30 On demand
29 29 365 8 60 38 5.4 left 170 30 On demand
32 11/4 32 404 8 63 4.2 5.8 left 215 30 In stock

38 11/2 39 48 7 76 4.5 5.8 left 280 30 On demand
50 2 515 605 4 110 4.5 5.8 left 360 30 On demand
76 3 765 86 15 150 48 6.7 left 650 15 On demand

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.
For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



