Nenn-@ Nenn-@ Innen- Aussen- Vakuum Betriebsdr Platzdruck Platzdruck Biegeradiu Gesamtsta @ Spiralsteig Spiralricht Gewicht Rollenlang Beschaffba
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bei 23°C  uck bei 23 bei23°C  bei 70 °C Stahldraht ung ung je Meter e rkeit
mm m/Hp0 L(;,rr. 1:3 bar bar mm mm mm g/m m
5 3/16 5 10 9 20 60 28 20 25 0.55 2.8 Recht 80 60 Ab lager
6 6 11 9 20 60 26 23 25 0.55 3 Recht 95 60 Auf
anfrage

7 1/4 6.4 115 9 20 60 26 26 2.55 0.55 3 Recht 100 60 Ab lager
8 5/16 8 135 9 18 54 24 32 2.75 0.7 35 Recht 135 60 Ab lager
9 3/8 95 1555 9 18 54 23 38 3 0.7 4 Recht 165 60 Ab lager
10 10 16 9 17 51 23 40 3 0.7 4 Recht 180 60 Ab lager
12 12 18 9 16 48 21 45 3 0.8 45 Recht 210 60 Ab lager
13 12 12.7 19 9 15 45 20 50 3.15 0.8 45 Recht 230 60 Ab lager
14 14 205 9 14 42 19 56 325 0.8 5 Recht 240 60 Ab lager
16 5/8 16 23 9 14 42 18 63 35 0.8 5 Recht 290 60 Ab lager
18 18 25 9 12 36 17 70 35 0.8 515) Recht 320 60 Ab lager
19 3/4 19.1 26 9 12 36 17 76 3.45 0.8 5.7 Recht 320 60 Ab lager
20 20 27 9 12 36 16 80 35 0.8 5.7 Recht 340 60 Ab lager

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.
For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



