Nimelliskok Nimelliskok Sisahalkais Ulkohalkais Tyopaine - Vacum - Rajahdysp Taivutussd Kokonais @ Spiraali m Spiraalin Spiraalin Paino Kieppipituu Saatavuus
" 23°C 3 s

omm o ija ija g 23°C aine - 23 de Paksuus mm Nousu Suunta g/m

mm inch mm mm bar m/Hp0 ;(;r mm mm mm m

25 1 25 316 8 8 24 120 33 g 13 74 Oikea 340 50 Tilauksesta
30 30 37 7 8 21 140 35 3.2 14 75 Oikea 420 50 Tilauksesta
32 11/4 32 392 7 8 21 150 3.6 35 15 75 Oikea 460 50 Tilauksesta
35 35 422 7 8 21 160 3.6 35 16 75 Oikea 500 50 Tilauksesta
38 1172 38 454 TBD 8 TBD 170 3.7 35 175 7.6 Oikea 550 50 Tilauksesta
40 40 476 6.5 8 195 180 3.8 3.6 18 78 Oikea 610 50 Tilauksesta
45 13/4 45 52.4 6 8 18 200 3.7 3.6 19 8 Oikea 670 50 Tilauksesta
50 50 58.2 55 8 16.5 220 4.1 4 21 83 Oikea 810 50 Tilauksesta
51 2 51 59.2 515 8 16.5 220 4.1 89 205 85 Oikea 810 50 Tilauksesta
55 55 63.4 TBD 8 TBD 250 4.2 4 19 98 Oikea 860 50 Tilauksesta
60 60 68.4 5 8 15 270 4.2 4 22 85 Oikea 970 50 Tilauksesta
63 212 635 715 5 8 15 290 4 3.7 27 85 Oikea 1040 50 Tilauksesta
70 70 792 4 8 12 320 4.6 4.2 27 88 Oikea 1200 50 Tilauksesta
75 75 85.4 4 8 12 350 5.2 5 27 91 Oikea 1380 50 Tilauksesta
80 80 90.6 35 8 105 360 518 5 27 10 Oikea 1560 25 Tilauksesta
90 312 90 1004 35 8 105 430 53 5 29 109 Oikea 1850 25 Tilauksesta
100 100 112 35 8 105 480 6 5.6 29 113 Oikea 2160 25 Tilauksesta
150 150 165 25 6 7.5 810 7.5 6.7 365 135 Oikea 4250 25 Tilauksesta

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.
For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



