Nimelliskok Nimelliskok Sisdhalkais Ulkohalkais Tyopaine Vacum R&jahdysp Taivutussa Kokonais Seindman @ Spiraalin Spiraalin Paino Kieppipituu Saatavuus
" -23°C s

omm o ija ija -23°C aine-23 de Paksuus Paksuus  Spiraali Nousu Suunta g/m

mm inch mm mm bar m/Hy0 ;(;r mm mm mm mm mm m

40 40 47 0.4 3 12 80 85 0.7 82 165 83 Oikea 420 20 Tilauksesta
50 2 50 58 0.4 3 12 100 4 0.8 34 17 105 Oikea 550 20 Tilauksesta
57 57 65.6 0.4 3 12 120 43 0.8 4 175 11 Oikea 600 20 Varastosta
60 60 69 0.4 3 12 120 45 0.8 4.2 18 113 Oikea 630 20 Tilauksesta
70 70 80 0.3 3 0.9 140 5 0.9 4.5 18 12 Oikea 850 20 Tilauksesta
76 3 76.2 86.2 0.3 3 0.9 150 5 0.9 4.5 21 123 Oikea 900 20 Tilauksesta
80 80 90.5 0.3 3 0.9 160 53 0.9 4.8 19 14 Oikea 950 20 Tilauksesta
90 312 90 101 0.2 3 0.6 180 55 0.9 5 21 145 Oikea 1050 20 Tilauksesta
100 100 111 0.2 3 0.6 200 515 1 5.1 24 15 Oikea 1150 20 Tilauksesta

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.
For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



