@ nominale @ nominale @ interno @ esterno Raggio Spess. Peso metro Lungh. Disponibilit
mm inch mm mm curvatura  totale g/m rotolo a
mm mm

magazzino
4 4 6 32 1 19 200 A
magazzino
4 4 7 32 15 32 200 A
magazzino
4 4 8 30 2 49 200 Su richiesta
5 3/16 5] 8 40 15 35 200 A
magazzino
5 5 83 40 1.7 45 200 Su richiesta
6 1/4 6 9 48 15 40 200 A
magazzino
7 7 10 56 15 50 100 A
magazzino
8 5/16 8 12 64 2 85 100 A
magazzino
9 9 13 72 2 85 100 Su richiesta
10 3/8 10 14 80 2 90 100 A
magazzino
12 1/2 12 16 120 2 110 100 Su richiesta
12 1/2 12 17 120 25 140 100 A
magazzino
13 13 19 130 3 190 100 A
magazzino
14 14 19 140 25 160 100 A
magazzino
15 15 20 150 25 170 100 Su richiesta
16 5/8 16 215 160 3 215 100 A
magazzino
18 18 23 175 25 200 50 Su richiesta
18 18 25 180 35 290 50 A
magazzino
19 3/4 19 25 160 3 275 50 Su richiesta
20 20 25 195 25 220 50 Su richiesta
20 20 27 200 35 320 50 A
magazzino
22 22 30 220 4 380 50 A
magazzino
25 1 25 31 245 3 350 50 Su richiesta
25 1 25 34 250 45 530 50 A
magazzino
30 30 40 300 5 680 30 A
magazzino
35 35 45 350 5 760 30 Su richiesta
40 40 50 400 5 900 30 Su richiesta
50 2 50 60 500 5 1200 30 A
magazzino

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.
For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



