


@ Nominell @ Nominell @ Id Arbeidstry Vakuum Sprengtryk Beyeradius Total Veggtykkel @ Herdet Spiralstigni Spiralretni Vekt Kuveil Tilgjengeli
k-23°C

mm inch mm kk -23°C 23°C mm Tykkelse se Spiral ng ng i Lengde g-Het
bar m/Hy0 bar mm mm mm m
16 5/8 16 208 06 4 18 16 24 0.5 2x2.2 6.2 Venstre 90 20 Ved
Foresporsel
19 3/4 19 242 06 4 1.8 19 26 0.7 2.2x2.4 7 Venstre 120 20 Ved
Foresporsel
20 20 252 06 4 18 20 26 0.7 2.4x2.9 6.8 Venstre 140 20 Ved
Foresporsel
25 1 252 308 06 4 18 25 28 05 2.7 7.2 Venstre 160 20 Ved
Foresporsel
30 30 358 06 4 1.8 30 29 0.5 2.7 7.3 Venstre 190 20 Ved
Foresporsel
32 11/4 322 382 06 4 1.8 32 3 0.6 28 8 Venstre 195 20 Ved
Foresporsel
E5 35 41 0.4 4 1.2 35 3 0.6 2.8 78 Venstre 210 20 Ved
Foresporsel
38 1172 38 446 04 3 1.2 38 33 0.6 2.8 8 Venstre 250 20 Ved
Foresporsel
40 402 462 04 3 12 40 3 0.6 2.8 83 Venstre 280 20 Ved
Foresporsel
45 13/4 45 516 0.4 3 1.2 45 33 0.6 3 9.5 Venstre 320 20 Ved
Foresporsel
50 2 50 574 0.4 3 1.2 50 37 0.6 34 10.5 Venstre 390 20 Ved
Foresporsel
51 2 51 582 0.4 3 12 50 36 0.6 3.4 105 Venstre 390 20 Ved
Foresporsel
60 60 68 0.4 3 1.2 60 4 0.7 3.6 113 Venstre 440 20 Ved
Foresporsel
63 21/2 635 715 03 3 0.9 63 4 0.7 3.7 12 Venstre 470 20 Ved
Foresporsel
70 70 784 03 3 0.9 70 42 0.7 4 12.7 Venstre 600 20 Ved
Foresporsel
75 75 836 03 3 0.9 75 4.3 0.7 4 132 Venstre 600 20 Ved
Foresporsel
76 3 762 846 03 3 0.9 75 4.2 0.7 36 12 Venstre 600 20 Ved
Foresporsel
80 80 89 0.2 3 0.6 80 45 0.7 43 14 Venstre 650 20 Ved
Foresporsel
90 31/2 90 996 0.2 3 0.6 90 4.8 0.8 4.5 14 Venstre 750 20 Ved
Foresporsel
100 100 1096 0.2 3 0.6 100 48 0.8 4.6 14 Venstre 850 20 Ved
Foresporsel
102 4 1016 1112 0.2 3 0.6 100 4.8 08 46 14 Venstre 850 20 Ved
Foresporsel
110 110 121 02 3 0.6 110 5.5 0.8 52 15 Venstre 1050 20 Ved
Foresporsel
120 1205 1315 0.15 3 0.45 120 55 0.8 5.2 18 Venstre 1100 20 Ved
Foresporsel
125 1255 1365 0.15 3 0.45 125 55 08 5.2 175 Venstre 1170 20 Ved
Foresporsel
127 5 127 138 0.15 3 0.45 125 515 0.8 175 Venstre 1170 20 Ved
Foresporsel
130 130 142 0.15 3 0.45 130 6 0.8 5.6 19 Venstre 1280 20 Ved
Foresporsel
140 140 152 0.1 3 0.3 140 6 0.9 5.6 19 Venstre 1400 20 Ved
Foresporsel
150 1505 1625 0.1 3 0.3 150 6 0.9 5.6 195 Venstre 1500 20 Ved
Foresporsel
152 6 1524 1646 0.1 3 0.3 150 6.1 0.9 5.8 19.5 Venstre 1500 20 Ved
Foresporsel
160 160 1724 0.1 3 03 160 6.2 0.9 6 20 Venstre 1700 20 Ved
Foresporsel
180 180 193 0.1 3 0.3 180 6.5 0.9 6.2 20 Venstre 2000 10 Ved
Foresporsel
200 200 214 01 3 0.3 200 7 0.9 6.8 21 Venstre 2180 10 Ved
Foresporsel
203 8 2032 2172 01 3 0.3 190 7 0.9 6.8 20 Venstre 2180 10 Ved
Foresporsel
250 250 265 0.1 3 0.3 250 75 1 7.1 23 Venstre 2960 10 Ved
Foresporsel
254 10 254 269 0.1 3 0.3 250 7.5 1 7.1 23 Venstre 2960 10 Ved
Foresporsel
300 3048 320 01 3 03 300 76 11 7.1 23 Venstre 3700 10 Ved
Foresporsel

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.
For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



