@ Nominell @ Nominell @ Id Arbeidstry Vakuum Sprengtryk Beyeradius Total @ Herdet  Spiralstigni Spiralretni Tilgjengeli
k-23°C

mm inch mm kk -23°C 23°C mm Tykkelse Spiral ng ng / g-Het
bar bar mm mm mm
25 1 25 348 7 9 21 100 4.8 4 7 Venstre 500 50 Pa Lager
32 11/4 32 414 6 9 18 130 4.7 4 8 Venstre 580 50 Pa Lager
38 11/2 382 476 6 9 18 150 4.7 4 8 Venstre 700 50 Pa Lager
40 40 494 6 9 18 160 4.7 4.2 85 Venstre 740 50 Ved
Foresparsel
45 13/4 45 505 55 9 16.5 180 5 4.8 9.5 Venstre 900 50 Ved
Foresporsel
50 50 61 5 9 15 200 55 5.7x5.2 105 Venstre 1050 50 Pa Lager
51 2 508 618 5 9 15 200 55 5 105 Venstre 1050 50 Ved
Forespearsel
60 60 712 45 9 135 240 5.6 53 113 Venstre 1250 50 Ved
Foresparsel
63 2172 635 745 45 9 135 250 5.5 51 113 Venstre 1390 50 Pa Lager
70 70 82 4 9 12 280 6 55 123 Venstre 1650 30 Ved
Foresporsel
75 75 872 4 9 12 300 6.1 5.8 13 Venstre 1700 30 Ved
Forespearsel
76 3 762 884 4 9 12 300 6.1 58 12 Venstre 1700 30 Pa Lager
80 80 926 35 9 10.5 320 6.3 6.1 14 Venstre 1850 30 Pa Lager
89 31/2 889 1025 35 9 10.5 360 6.7 6.2 145 Venstre 2250 30 Ved
Foresparsel
90 31/2 90 1034 35 9 10.5 360 6.7 6.2 14 Venstre 2250 30 Pa Lager
100 100 1146 3 9 9 400 73 6.5 145 Venstre 2700 30 Ved
Foresporsel
102 4 1016 1162 3 9 9 400 7.3 6.5 15 Venstre 2700 30 Pa Lager
110 110 125 3 9 9 440 75 7.1 155 Venstre 3100 30 Pa Lager
120 120 1364 25 9 7.5 480 8.2 7.8 17 Venstre 3600 20 Pa Lager
125 1255 142 25 9 75 500 83 7.8 175 Venstre 3900 20 Ved
Forespearsel
127 5 127 1436 25 9 7.5 510 83 7.8 175 Venstre 3900 20 Pa Lager
130 130 147 25 9 75 520 85 8.1 18 Venstre 4100 20 Ved
Foresparsel
133 133 150 25 9 75 585 85 8 18 Venstre 4200 20 Ved
Foresporsel
140 140 1574 2 9 6 560 8.7 8.3 185 Venstre 4550 20 Ved
Forespearsel
150 150 168 2 9 6 600 9 85 20 Venstre 5000 20 Ved
Foresparsel
152 6 152.4 1704 2 9 6 610 9 8.7 20 Venstre 5000 20 Pa Lager
160 160 1788 2 9 6 640 9.4 9 215 Venstre 5600 20 Pa Lager
200 200 226 15 9 45 800 13 12 225 Venstre 9500 Ved
Foresporsel
204 8 2032 229 15 9 45 800 13 12 22 Venstre 9500 Pa Lager
250 250 279 15 9 4.5 1000 145 13x14 235 Venstre 13500 Ved
Forespearsel
254 10 254 283 15 9 45 1000 145 14x15 235 Venstre 13500 Pa Lager
304 12 3048 3358 15 9 45 1200 155 14x15 245 Venstre 18000 Ved
Foresparsel

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.
For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



