Nominell @ Nominell @ Id Vakuum Sprengtryk Beyeradius Total @ Herdet  Spiralstigni Spiralretni Kveil Tilgjengeli

m k-23 Tykkelse  Spiral ng ng / Lengde g-Het
b mm mm mm m
102 4 1016 120 25 9 75 400 92 78 14 Venstre 3250 20 Ved
Foresporsel

152 6 152.4 1754 2 9 6 650 115 12x10 205 Venstre 5600 20 P& Lager
203 8 2032 230 2 © 6 850 13 13,5x115 22 Venstre 9200 10 Pa Lager
254 10 254 290 15 9 4.5 1250 18 18x14.5 295 Venstre 14500 10 P& Lager
305 12 304.8 3448 15 9 4.5 not defined 20 185x16.5 29 Venstre 19000 10 P& Lager
355 14 356 396 1.25 9 3.7 not defined 20 18x17.5 30 Venstre 22000 10 P& Lager
407 16 407 450 1 9 3 not defined 21.5 20,5x19 335 Venstre 28000 10 P& Lager

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.
For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



