@ Nominell @ Nominell @ Id Arbetstryc  Vacuum Sprangtryc Bojradie Total @ hard Spiralstigni Sprialriktni  Vikt per Langd pad  Tillganglig
j het

mm inch mm k vid 23 °C vid 23 °C kvid 23°C mm tjocklek spiral ng ng meter rulle
bar m/H,0 bar mm mm mm ag/m m
19 19 236 6 8 18 65 23 2.2x3.3 7 hoger 190 50 Pa
Forfragan
20 20 249 65 8 195 110 24 2.3x3.6 6.5 héger 210 50 Pa
Forfragan
208 208 258 65 8 19.5 110 25 2.3x3.6 6.5 héger 230 50 Pa
Forfragan
25 1 25 297 65 8 195 140 24 2.3x3.4 7.4 héger 250 50 Pa
Forfragan
295 295 345 6 8 18 175 25 2.3x3.6 7.3 héger 300 50 Pa
Forfragan
30 30 35 6 8 18 175 25 2.4x3.8 75 hoéger 330 50 Pa
Forfragan
32 11/4 32 372 6 8 18 180 26 2.4x4 7.7 hoger 350 50 Pa
Forfragan
35 35 404 6 8 18 195 27 2.6x4.2 7.7 héger 400 50 Pa
Forfragan
38 1172 38 436 6 8 18 210 28 2.5x4 7.8 hoéger 430 50 Pa
Forfragan
40 40 46 55 8 16.5 220 3 2.8x4 7.8 hoger 480 50 Pa
Forfragan
45 13/4 45 52 55 8 16.5 255 BI5| 3x4.7 7.8 héger 640 50 Pa
Forfragan
50 2 50 585 5 8 15 275 4.1 4 8.3 hoéger 760 50 Pa
Forfragan
51 2 B3 5 5 8 15 280 41 85 hoger 760 50 Pa
Forfragan
55 55 636 45 8 135 310 4.3 9.8 héger 860 50 Pa
Forfragan
60 60 684 4 8 12 330 4.2 4 8.3 hoéger 900 50 Pa
Forfragan
63 21/2 63 712 4 8 12 350 41 39 85 hoger 970 50 Pa
Forfragan
65 65 732 4 8 12 360 4.1 8.1 héger 1030 50 Pa
Forfragan
70 70 79 3 8 9 450 45 4.3 88 hoéger 1125 50 Pa
Forfragan
75 75 844 3 8 9 500 47 45 91 hoger 1200 50 Pa
Forfragan
80 80 894 3 8 9 550 4.7 4.4 105 héger 1450 25 Pa
Forfragan

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.
For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



