? @ Nominell @ Id Arbetstryc  Vacuum Sprangtryc Bojradie Total PU- Spiralstigni Sprialriktni  Vikt per Langd pa  Tillganglig
Nominell  inch mm kvid23°C vid23°C  kvid23°C mm tjocklek tjocklek ng meter rulle het
mm bar m/Hy0 bar mm mm g/m m
2 11/4 32 408 6 9 18 130 4.4 0.8 38 83 héger 600 50 Pa
Forfragan
38 1172 38 47 6 9 18 150 4.5 0.9 36 78 héger 700 50 Pa
Forfragan
45 13/4 45 55 5 9 15 180 5 0.9 815 héger 900 50 Pa
Forfragan
51 2 508 612 5 9 15 200 52 0.9 45 10 héger 1050 50 Pa
Forfragan
63 21/2 635 745 4 9 12 250 55 0.9 45 11 héger 1390 50 Pa
Forfragan
76 3 762 896 4 9 12 300 6.7 12 5 12 héger 1900 30 Pa
Forfragan
89 31/2 889 1041 3 9 9 360 7.1 12 6 135 héger 2250 30 Pa
Forfragan
102 4 1016 119 3 9 9 400 87 1.2 6.5 145 héger 3100 30 Pa
Forfragan
127 5 127 146 25 9 75 510 @5 14 7.5 17 héger 4450 20 Pa
Forfragan
152 6 1524 1744 2 9 6 610 11 1.4 8.6x9.1 19 héger 6000 20 Pa
Forfragan

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.
For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



