@ Nominell @ Id Vacuum Bojradie Godstjockl @ Staltrad Spiralstigni  Sprialriktni  Vikt per Langd pad  Tillganglig
het

mm vid23°C  mm ek mm ng ng meter rulle
m/H0 mm mm ag/m m
38 39 45 55 45 0.55 1.2x1.6 12 vanster 230 30 Pa
Forfragan
45 46 52 5 55 0.55 1.2x1.6 12 vanster 250 30 Pa
Forfragan
51 52 58 4 60 0.55 1.2x1.6 12 vanster 290 30 Pa
Forfragan
63 64 70 3 70 0.55 1.2x1.6 12 vanster 340 30 Pa
Forfragan
76 77 84 3 85 0.65 1.4X1.8 16 vanster 470 30 Pa
Forfragan
82 83 90 25 90 0.65 1.4X1.8 16 vanster 510 30 Pa
Forfragan
90 91 110 25 100 0.65 1.4X1.8 16 vanster 530 30 Pa
Forfragan
102 103 118 25 110 0.65 1.4X1.8 16 vanster 620 30 Pa
Forfragan
110 111 118 2 120 0.65 1.4X1.8 16 vanster 650 30 Pa
Forfragan
115 116 123 15 125 0.70 1.8x2.2 18 vanster 800 30 Pa
Forfragan
120 121 128 15 130 0.70 1.8x2.2 18 vanster 900 30 Pa
Forfragan
127 128 135 15 135 0.70 1.8x2.2 18 vanster 950 30 Pa
Forfragan
140 141 148 15 150 0.70 1.8x2.2 18 vanster 1050 30 Pa
Forfragan
152 153 160 15 160 0.70 1.8x2.2 18 vanster 1150 30 Pa
Forfragan
160 161 168 08 170 0.70 1.8x2.2 18 vanster 1200 30 Pa
Forfragan
180 181 188 05 190 0.70 1.8x2.2 18 vanster 1350 30 Pa
Forfragan
203 204 212 035 220 0.80 2.0x2.5 22 vanster 1600 30 Pa
Forfragan
229 230 238 03 240 0.80 2.0x2.5 22 vanster 1800 15 Pa
Forfragan
254 255 263 0.25 270 0.80 2.0x2.5 22 vanster 2000 15 Pa
Forfragan
305 306 314 0.2 320 0.80 2.0x2.5 22 vanster 2400 15 Pa
Forfragan
315 316 324 0.2 330 0.80 2.0x2.5 22 vanster 2480 15 Pa
Forfragan

All technical specifications apply to a temperature of 23° C + 2° C (ISO 291)
All technical specifications contained herein are provided for reference purposes only.
For further details regarding our products’ specifications, please refer to the relevant products’ data sheets or contact your sales representative.



